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DOSATRON
MOUNTING KIT
FOR D8 & D3 BULK CONTAINERS

LA, 3 NETAFIM HAS DEVELOPED A
: MOUNTING KIT TO ENABLE FAST AND
TROUBLE FREE FERTIGATION.
FOR MORE EFFICIENT ON FARM
OPERATIONS.

APPLICATIONS

= Small property fertigation
= Temporary systems

Transportable systems
Short term fertigation

Emergency injection

Local source fertigation
|deal for transportable systems

Self-contained system complete with all hoses
and connectors*

Pest control applications

FEATURES & BENEFITS

= Designed to enable Dosatron units to be directly
attached to IBCs (Intermediate bulk containers);

= Built in security feature (see inset on left)
allows chain and padlock fixing to secure unit to
container for added protection against theft*;

" Kits come supplied complete with non-return
valves, inline filters, connection hoses and
fittings;

o i : » = Easily transported and installed from site to site;

= Ability to inject fertiliser at source or at individual
block locations;

— = Canopy for added protection from UV and
| :’; I mechanical damage;

— s Al = Strong construction for added durability and
]‘ protection.

* Does not include padlock and chain. Recommend use of
6mm padlock and 6mm chain.




DOSATRON
MOUNTING KIT
FOR D8 & D3 BULK CONTAINERS

FLOW INFORMATION

MODEL/TYPE

D3 RE2
D3 REb
D8R

MOTIVE FLOW RATE OPERATING PRESSURE
(M3/HR) (BAR)
0.01-3 0.3-6.0
0.01-3 0.3-6.0
05-80 0.156-8.0

DOSATRON jix} COMPONENTS
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* Included in mounting kit.
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DESCRIPTION
1/2" Inline Filter
16 -18mm Clamps
IBC Lower Adaptor Nut
2" Male x 1/2" Female Reducing Bush
1/2" BSP to 13mm Barb Elbow
3/4" Male to 3/4" Female Elbow
3/4" Non-return Valve
3/4" Male to 19mm Director
17 - 26mm Hose Clamp
20mm Reinforced Hose Clear PVC
10 - 13mm Joiner
1/2" Reinforced Hose Clear PVC
3/4" Female Bush"*
3/4" Universal Clamp*

POSATRG,,

DOSING RATIO

1:500-1:50

1:200-1:20
1:5600-1:50

DOSING PERCENTAGE

0.20-2%
0.5-6%
0.20-2%

INJECTION RATE MAXIMUM SUCTION LIFT CONNECTIONS
(L/HR) (M) (MM)
0.02-60 19 (%")
0.05- 150 4 19 (%")

1-160 40 (172")

DOSATRON i COMPONENTS
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3/4" Inline Filter

14 - 27mm Hose Clamp

IBC Lower Adaptor Nut

2" Male x 3/4" Female Reducing Bush
3/4" Male BSP to 20mm Barb Elbow
40mm Elbow M/F

40mm Elbow F/F

40mm Male to 40mm Barb Director
40mm Non-return Valve

40 - 55mm Hose Clamp

38mm Reinforced Hose White PVC
3/4" Reinforced Hose Clear PVC
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MEETING YOUR

AGRICULTURAL
NEEDS

PRODUCT CODE/DESCRIPTION
CODE DESCRIPTION
D3 MYHR SERIES DOSATRON (0.3 - 6 BAR)

Dosatron D3 RE2

77800-001154 .02 - 60 LiHN)

Dosatron D3 RE2 Chemical Resistant
(0.02 - 60 L/Hr)

77800-001155

Dosatron D3 RE5
77800-001157 5 05 - 150 LjHr)
Dosatron D3 RE5 Chemical Resistant

77800-001198 (6 05 - 150 LyHr)

77800-000470 D3 Mounting Kit*

77800-000450 D3 Hose Connection Kit for IBC*

CODE DESCRIPTION
D8 M3/HR SERIES DOSATRON (0.15 - 8 BAR) 213-217 FITZGERALD ROAD
LAVERTON VIC 3026
T 03 8331 6500 | F 03 9369 3865
E netinfo@netafim.com.au

Dosatron 8 m3/hr D8R 11 TIMBERLY ROAD

(1-160 L/Hn) MANGERE, AUCKLAND, NZ
T 09 256 2551 | F 09 256 2552
E auckland@netafim.co.nz

77800-001100

f FOLLOW US

77800-000440 D8 Mounting Kit* www.netafim.com.au
www.netafim.co.nz

“ NETAFIM

77800-000420 D8 Hose Connection Kit for IBC*

* Does not include padlock and chain. Recommend use of 6mm padlock and 6mm chain.
* Mounting Kits and Connection Kits do not include Dosatron D3/D8.
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